
 

CP- UA24A4-PR 

Array LED mini Weatherproof camera - 40 Meter 

Main Features 

Þ 1/3" SONY CCD 

Þ 6mm lens 

Þ 0Lux/F1.2(IR on)  

Þ 1pcs third-generation light source array LED with 40M IR distance and 

4-5years life span 

Þ Dual glasses to prevent the LED light to influence the lens 

Þ Wide LED angle 8°-120°  

Þ High brightness equal to the brightness of 200pcs normal LEDs 

Feature Specification 

Image Sensor 1/3" SONY CCD 

Pixels PAL: 537H×597V ; NTSC: 537H×505V 

Resolution 480TVL  

Min. Illumination 0Lux/F1.2(IR on) 

S/N Ratio 48dB (AGC off) 

Electronic Shutter PAL: 1/50 ~ 1/100,000 sec. NTSC: 1/60-1/120.000sec 

Iris Control Fixed  

Lens 6mm lens 

Gamma Correction 0.45 

White Balance (AWB) Auto 

Gain Control (AGC) Auto 

Back Light Compensation Auto 

Day & Night (ICR) Auto 

IR 1pcs ARRAY LED  

Sync Internal 

Video Output Composite 1.0Vp-p at 75ohm 

Special Functions Cable concealed in the stand, with 3Axis bracket, easy to install 

Power Supply DC12V/500mA 

IP Rating 65 

Dimensions 115(L)×72(W)×70(H)  

Weight 350  

Operating Temperature (-10 ~+50 ) 

Certifications CE & FCC 
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